
 

 

 

CIDAN Pro 

Model Folding 

length 

Folding capacity Opening 

height 

Outer 

dimensions 

Weight Motors 

 mm (") 

Steel 

mm 

(ga) 

Stainless 

Steel 

mm (ga) 

Aluminium 

mm (ga) 

Clamping 

beam 

mm (ga) 

Length x 

Width 

x Height 

mm (") 

kg (lbs) 

Clamping 

beam 

kW (hp) 

Folding 

kW (hp) 

Pro 25 

Multifold  

2600 (102) 4.5 (8) 3 (11) 7 (0.275) 200 (7.88) 

3800 (150) 

x 

2570 (101) 

x 2100 (82) 

7170 (15774) 4 (5.5) 5.5 (7.5) 

Pro 30 

Multifold  

3100 (122) 4 (9) 2.5 (12) 6 (0.236) 200 (7.88) 

4300 (169) 

x 

2570 (101) 

x 2100 (82) 

8130 (17886) 4 (5.5) 5.5 (7.5) 

Pro 40 

Multifold  

4100 (161) 3 (11) 2 (14) 4 (9) 200 (7.88) 

5300 (209) 

x 

2570 (101) 

x 2100 (82) 

10500 (23149) 4 (5.5) 5.5 (7.5) 
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