
 

 

CIDAN PRO Z 

Model Folding 
length 

Folding capacity Opening 
height 

Outer 
dimensions 

Weight Motors 

 
mm (") 

Steel 
mm 
(ga) 

Stainless 
Steel 

mm (ga) 

Aluminium 
mm (ga) 

Clamping 
beam 

mm (ga) 

Length x 
Width 

x Height 
mm (") 

kg (lbs) 
Clamping 

beam 
kW (hp) 

Folding 
kW (hp) 

PRO 
Z 30 

3200 (122) 4 (9) 2.5 (12) 6 (0.236) 254 (10) 

4700 (185) 
x 

3590 (141) 
x 2250 (89) 

11850 (26.124) 5.5 (7.5) 4 (5.5) 

PRO 
Z 40 

4100 (161) 3 (11) 1.9 (14) 4.5 (0.177) 254 (10) 

5700 (224) 
x 

3590 (141) 
x 2250 (89) 

13980 (30.82) 5.5 (7.5) 4 (5.5) 

http://www.u1816694.fsdata.se/siter/products/configurator/index.php?action=config&model_id=71&metod=foldingmachines
http://www.u1816694.fsdata.se/siter/products/configurator/index.php?action=config&model_id=71&metod=foldingmachines
http://www.u1816694.fsdata.se/siter/products/configurator/index.php?action=config&model_id=72&metod=foldingmachines
http://www.u1816694.fsdata.se/siter/products/configurator/index.php?action=config&model_id=72&metod=foldingmachines

